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MODEL
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DESCRITUON:

V0

DATEDESCRIPTIONREV. REVISER

ROHS
20230921

NOTES:
1.DISPLAY TYPE:  7.0"TFT  
2.VIEWING DIRECTION: ALL 
3.POLARIZER MODE: TRANSMISSIVE/POSITIVE
4.OPERATING TEMP: -20°C~+70°C
5.STORAGE TEMP: -30°C~+80°C
6.UNMARKER TOLERANCE: ±0.20
7.REQUIREMENTS ON ENVIRONMENTAL 
PROTECTION: RoHS

1024 x R.G.B. x 600 dots

7 inch TFT

"A"

StiffenerConductor

Coponent Area

18 18

黑色丝印

元件区贴
高温绝缘胶带

撕手

00

1024*600

 AG 效果

IC

1 81 81 81 8

1024*600

±

±

7

6

5

4

3

2

SAD     

SCL

RESET

INT

VDD

GND

PIN SYMBOL

1

8 GND

GND

CTP

TFT

CTP I/O口电压为3.3V,
需要加上拉电阻

9.0V 270mA
700nits(Min)800nits(Typ.)

PV07025LZR50A-CO1

Kingtech Group Co.,Ltd.

Technical parameters:

��1. Structure G+G: Cover Glass+LOCA+ITO GLASS+FPC, 
Cover Glass: 1.1mm,��LOCA: 0.15mm, ordinary ITO Glass: 0.70mm, 
total thickness: 1.95 ± 0.15mm;��

2. IC model: HY 4633, 5-point touch, channel number: TX21 * RX12; 
Working voltage: 3.3V,Interrupt method: pull-down pulse; The FPC 
interface cable is an IIC 
standard interface, with an IO voltage of 3.3V;��
3. Transmittance: ≥ 85%; TP resolution: X: 1024, Y: 600 
(according to customer requirements);

��4. Working temperature and humidity range: -20 ℃~+70 ℃, ≤ 90% RH;

��Storage temperature and humidity range: -30 ℃~+80 ℃, ≤ 90% RH;

�5. Surface hardness: ≥ 6H (pencil hardness test);

6. Cover Glass material: tempered glass (Asahi nitrate); The product 
complies with RoHS standards;

7. General tolerance: ± 0.2;


